
1. Invert

2. Rotate Bezel 180º
3. Install in loader

TED-G2  or TED 
torque tester

TL-M Mechanical Loader

JETCO TED series
TED-50i
TED-100i
TED-250i
TED-100F
TED-250F
TED-600F (Requires TL-M-1 loader extension)

Self leveling reaction post slide

Smooth torque input handle

1. Invert

2. Rotate Bezel 180º
3. Install in loader

TED or TED-G2 
torque tester

TL-M-1 Extension

Mechanical Torque Loaders

Heavy Duty Mechanical Torque Loaders for TED Torque Testers: Use these torque loaders to expand 
the capability of the TED Torque Tester.  Removes operator error and isolates the torque wrench or torque screw-
driver for signi�cantly more repeatable readings.  Reduces the chances of over-torque resulting in damage to the 
wrench under test or the torque tester. Mechanical advantage makes it easy to generate torque up to 600 ft-lb..

 Mechanical Torque Loader for Screwdrivers  

Low friction bearing supported 
input handle applies torque 
smoothly and evenly

Quick adjust height adjustment for 
all screwdriver types and lengths

Universal Clamp for all screwdriver handle types

SL-M Torque Screwdriver Loader

JETCO TED low torque ranges
TED-50z
TED-100z
TED-160z
TED-50i
TED-100i
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